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SAN-PLUS®extra
Basic sanitary cleaner

Item no. 2700
SAN-PLUS®extra 
•	 powerfully works against thicker limescale
•	 loosens both mineral deposits and rust without any problems
•	 does not harm tiles, metals and sanitary fittings 

SAN-PLUS®extra
•	 is used as basic cleaner in sanitary and sports facilities, in swimming baths
•	 is suitable as acidic foam cleaning agent in food processing companies
•	 has been tested and listed by the Säurefliesner-Vereinigung

Areas of application and recommended dilution:

pure – 1:3 		  Descaling of flow regulators, toilet tanks and sprinklers
1:5 – 1:10		  Basic cleaning of wetly areas, tiled floors, swimming pools
			   Dilute the product and apply it by wiping or foaming, let it act a few minutes,
			   rinse afterwards with fresh water. Wet the seams of tiles before cleaning. 
			   Does not affect sanitary fittings, tiles and glass. Unsuitable for marble!
			   Check compatibility to toilet lids on an area, which is not visible!
1:20 – 1:50		  Maintenance cleaning
			   Depending on the pollution, use daily up to weekly. 

This product data sheet has been created according to the most current standard of technology. We do not, however, guarantee correctness and completeness. No liability for damages due to improper appl ication.          

Chemical characterisation:

Appearance: 
Light green liquid with lilac smell.
Ingredients: 
Preparation from natural surfactants, acids, water soluble solvents, corrosion inhibitors, colour and
perfume in water. Free of hydrofluoric, hydrochloric and sulphuric acids and AOX.
All surfactants are biologically degradable.
Certificates of quality: 
Säurefliesner-Vereinigung; German Society for Bathing, RK List
pH value: 

10
24

0: strongly acidic


