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BITU-TRENN
Environmentally friendly
asphalt release agent
Item no. 4502

BITU-TRENN
•	 is used in bitumen mixing plants and bitumen recycling plants, road pavers and truck loading ramps
•	 prevents asphalt from sticking to metallic surfaces such as pneumatic or steel rollers 
•	 is an environmentally friendly release agent based on vegetable raw materials

BITU-TRENN
•	 is formulated without mineral oils, aromatic solvents and silicones
•	 forms a water-soluble, washable protective layer
•	 is used as an indispensable product in the construction industry

Areas of application and recommended dilution:

1:4 – 1:20	 Bitumen and asphalt release agent 
		  Depending on the area of application and contact time, the product is diluted with water and 	
		  applied to the surfaces to be protected, such as formwork, vehicles, tools, etc. The protective layer 	
		  is water-soluble, so asphalt residues can be removed with a hard water jet or high-pressure 	
		  cleaner.

This product data sheet has been compiled according to the latest state of our knowledge, but without guarantee for correctness and completeness. No liability for damage resulting from improper use.

Chemical characterisation:

Appearance: 
Yellowish liquid with a mild odour.
Ingredients: 
Preparation from potassium alkyl carboxylates, alkanolamine carboxylates, complexing agents and water-
soluble solvents in water. Free of AOX, silicones,  aromatic hydrocarbons and mineral oils.
pH value: 

03
25

10.0: slightly alkaline


