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Environmentally friendly sanitary additive

Item no. 6902

CHEMTOI-CHERRY

e s the bio-active sanitary additive for mobile toilets

o effectively minimises the formation of smelly gas and malodours
e enhances the biological degradation processes

CHEMTOI-CHERRY
e keeps the toilet fresh and clean
e offers highest compatibility to nature and clarification plants

Areas of application and recommended dilution:

CHEMTOI-CHERRY is well suited for all chemical toilets (toilet-cabins, mobile toilets) in omnibuses, caravans,
aircrafts, boats and campgrounds.

1:133 Dose 75 ml product and 2-3 | of water into the waste holding tank (per 10 | tank volume). Do not
add to the fresh water tank or mix with other sanitary additives. The recommended dosage is ade-
quate for four days on average at 28 °C maximum. Avoid an over dosage, because this does not
enhance the effect! Reduce the intervals of emptying in case of higher temperatures, if necessary.

The tank volume must not be emptied at disposal facilities other than those designed for faeces.
Do not discharge into aquatic or terrestrial systems. Store the product between —20 °C and +40 °C
maximum. In case of proper storage the product is stable at least for two years.

Chemical Characterisation:

Appearance:

Deep blue liquid with a scent of cherry.

Ingredients:

Preparation from non-ionic surfactants, inorganic salts, perfume and colour in water.
Free from biocides, which pollute the sewage treatment plants.

All surfactants are biologically degradable.

pH value:
7.0: neutral o

This product data sheet has been compiled according to the latest state of our knowledge, but without guarantee for correctness and completeness. No liability for damage resulting from improper use.
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